Product Datasheet [ ]Lln k|T®

LinkIT Cat.5e U/UTP Inst.cable 305m
White
AWG 24 Braided Core PVC Bunt, Eca

Product number: UTP-5PP-305M-HV

I Description

Unshielded Cat.5e cable with braided core - delivered on bundle. Can handle a mimimum of
100MHz band width. Specifically designed for open installation, the cable is white in color,
without any print. Due to a solid sheath, the cable can also be stapled to the wall with staples.
Fire class Dca sl, d2, a2. ETL / 3P Certified ANSI / TIA-568-C.2 Category 5e testing safety /
performance requirements

I Specifications
Brand LinkIT

Color White

Length (m) 305

Category Cat.5e
Conductor material Copper

Cable shielding U/UTP - unshielded/unshielded twisted pairs
I Specifications
AWG wire size 24
Transmission speed 1000Mbps
Frequency (Mhz) 100

NVP value 69%
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Jacket material PVC

Inner cape PVC
Conductor diameter 0,490Mmm
Outer Cape diameter 50mm
Halogenfree X

Core color1 Blue, White
Core color 2 White, Orange
Core color 3 White, Green
Core Color 4 White, Brown
Certifications CE, RoHS
I packaging

Unit BUNDLE
Quantity 1

Weight (kg) 0

Gross Weight (kg) 0
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I Sketches

BC conductor

Insulation

\" -
Baolas Rip-cord
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