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Product Datasheet

LAN-Switch

Linkit PSE803 PoE+ Injector 30W
802.11at/af, Internal PSU

Product number: PSE803

     Product Description
LinkIT PoE + injector with internal PSU. Use UTP Cat.5e or higher standard. The PoE + injector has
a built-in power adapter and LED indicator. Midspan automatically detects all device support for 
PoE. Plug and play installation.

    Main Specifications

Brand LinkIT
Color Black
Measurements (WxHxD) 25 x 69 x 92 mm
Network port 10/100/1000Mbps
Transfer rate 1000Mbps full Duplex,100or 1000Mbps Half Duplex
Network protocol IEEE 802.3I, IEEE 802.3AF, IEEE 802.3
Managed Switch X
Unmanaged Switch V

    Extended Specifications

Operating Humidity 20%-85%
Operating Temperature 0°~40°C
Network Delay 1000 to 1000M bps: maximum 20 µ (using 64 byte packet)
Frame filtering and 
transmission rate

10M port maximum 14,800pps
100M port maximum 148,800pps
1000M port maximum 148,8800pps

PoE pin 1/2(+) ,3/6(-)
Max power Max power for single port: 30W
Certifications CE, RoHS, FCC, CCC

http://www.linkit.eu/
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